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More Sources, Incredible Price

More Music...

and Unparalleled
Video Switching...

Everywhere!

CDs, MP3s, iPOD®s and Digital Music Servers. AM, FM, Internet and Satellite radio.
One thing today’s A/V systems have in common is a plethora of music to choose
from. With its 12 system source inputs and 8 local source inputs, the System12
(S12) gives you all the music you want, anywhere you want it.

DVDs, DSS and TIVO. PVRs, DVRs, VCRs and CCTV cameras… the same holds true
for video – and the S12, with its on-board 16x16 video switching capabilities, allows
you to view them all independently on TVs, monitors and touch panels throughout
the home.

One S12 gets you all of the above in 8 zones. Add a second S12 for 16 zones; a third
for 24 zones; and even a fourth for a 32 zone whole-house A/V entertainment system.

System12

The ELAN Equation
System12 is the culmination of years of ELAN
experience in the design and perfection of multi-
source/multi-zone controllers. Incorporating the
features and reliability that has made ELAN the
premiere manufacturer of multi-room A/V products,
the S12 is our most powerful and flexible multi-
room controller to date.

12 Sources... 
No other multi-zone controller accommodates 
more sources than the S12. With most systems now
including multiple satellite receivers, tuners, CDs,
DVDs, and multi-output Digital Music Servers, the
S12 has enough inputs to accommodate them all.

...Plus 8 
The S12 also features 8 local source inputs, allowing
you to place “private” audio/video sources in each

zone (i.e. a CD player in the master bedroom), and
use that room’s keypad or touch panel to control it.

And High-Def Video Too!
Capable of routing both composite and component
video throughout the home, the S12 provides the
ultimate in video switching flexibility. Route up to
16 composite video sources to 16 different TVs,
monitors or touch panels; or up to 5 component
video sources to 5 high-definition TVs or monitors
anywhere in the home.

8, 16, 24 or 32 Zones 
Plus, get the best in expandability. One S12 allows
you to distribute up to 12 A/V sources (plus four
extra video sources) into eight zones. Rear panel
expansion ports automatically route IR and RS485 
data to additional units. Add a second, third or 
fourth S12 to create 16-, 24- or 32- zone systems. 

Features Galore
The S12 has all the features a custom installer looks
for in a multi-room controller, including 12 source-
specific IR outputs, 2 IR All ports, 6 sense inputs, 
8 zone trigger outputs, a system trigger output, an
external IR input, source leveling and an RS-232
control port. There’s also bass/treble EQ, dynamic
range compression and Do-Not-Disturb for each
zone. 

Multi-Room A/V Controller
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Features & Specifications   

Two Year Limited Warranty
www.elanhomesystems.com 

Source Inputs
Input Sensitivity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-2V RMS
Input Impedance  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .47k Ohm

PreAmp Outputs
Volume Adjustment Range  . . . . . . . . . . . . . . . . . . . . . . . . . .-70dB to +6dB
Frequency Response  . . . . . . . . . . . . . . . . . . . . . . .20Hz to 20kHz, +/-0.5dB
THD+Noise (@1KHz)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .<0.02%
Signal-to-Noise (A Weighted)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .83dB
Crosstalk (Zone to Zone)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .>70dB
Output Impedance  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .600 Ohms

Music on Hold Output
Output Impedance  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .600 Ohms
Max Output Level  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .+6dB

Page & Doorbell Input
Input Sensitivity  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .0-2V RMS
Input Impedance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .47k Ohms

Video
Gain . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Unity
Bandwidth (-3dB)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .125 MHz
Gain Flatness (0.1dB)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .40 MHz
Input Impedance  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .75 Ohms
Output Impedance  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .75 Ohms
Crosstalk  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .-64dB @ 5MHz

General
Trigger Outputs . . . . . . . . . . . . . . . . . . . . . . . . . . . . .+12VDC @ 100mA each
Keypad Power  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .300mA per zone
Power Requirements  . . . . . . . . .120VAC 50/60Hz or 230-240VAC 50/60Hz
Power Consumption  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .125W
Dimensions    S12  . . . . . . . . . . . . . . . . . . . . . . . . .17" W x 7-1/2" H x 17" D
 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .432mm W x 191mm H x 432mm D

S12R  . . . . . . . . . . . . . . . . . . . . . . . . . . .19" W x 7" H x 17" D
 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .483mm W x 178mm H x 432mm D

ELAN Home Systems reserves the right to change hardware and specifications without notice.

8-Zone, Multi-source/Multi-zone A/V Controller
12 Audio Inputs
8 Local Source Audio Inputs
On-board 16 x 16 Video Switcher Distributes Composite, 
Component and High-Definition Video
Expandable to 32 Zones
Buffered Audio and Video Loop Outputs for Each Source
Variable and Fixed Zone Outputs
Independent Bass, Treble and Do-Not-Disturb for Each Zone
Volume and EQ Memory Retention
Audio & Video Source-Sensing for System Feedback
+/- 6dB Source-Leveling
Zone-Specific Dynamic Range Compression
6 Sense Inputs
8-Zone Trigger Outputs
System Trigger Output
Source-Specific IR Routing plus 2 IR All Ports
External IR Input
RS-232 Controllable
Uses VIA!®TOOLS Setup Software for All Programming
Compatible with All ELAN Keypads and Touch Panels
PS12 Precision Panel makes System Connections Quick, 
Neat and Reliable
Expansion Ports for Easy Connection of Multiple Chassis
Blue Vacuum Fluorescent Display shows Zones, Sources, 
Volume, Do-Not-Disturb, Whole-house Music Status and more
Easy Integration with ELAN Communications Controllers
Rack-Mount Model (S12R) with Rugged Brushed Aluminum 
Handles Available
Also Available in 230V-240V for export, Model S12240 
and S12R240
ETL® Listed and CE Approved
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D1650
The ideal companion Amplifier
to the System12 Multi-Room

A/V Controller
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Life Just Got Better ®
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